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1. 1. Overview

The software can perform temperature monitoring, collection of log data, step—by—step operation, etc. for the
“NCB-1210%/NCB-2510%/NCB-2610%/NCB-2410" series of low temperature thermostatic tank connecting a PC with the device
and be used also on a PC with Windows XP - 10 installed.

The software is set up following the 3 steps below:

@ Installation of Virtual COM Driver

@ Installation of .NetFramework 4.0

@) Installation of Application Program

There are cases where the setup procedures for the Virtual COM Driver differ a little depending on the OS on your PC.

In this document the procedures will be described for Windows 10 respectively.

For Windows 7 — 10, it would be useful to connect your PC to the network to have Windows automatically install the optimum
driver.

Also, some PCs have .NETFramework already pre—installed. Although you could skip this step if the software is already
installed on your PC, we recommend that you perform the installation for the time being, as a message will be displayed in the
process of installation when it is already installed on the PC.



2. Installation of Virtual COM Driver(For Windows 10)
(1) When Your PC Is Connected to Network
(@ Connect a connecting cable to a USB port on the PC.
After connecting, the following message will be displayed.

¥ Setting up device

@ When the installation is completed, the following message will be displayed.
It takes several seconds — several minutes, although it depends on the network environment.

) Device Manager opens to confirm if the installation has been successfully completed and the cable is  recognized.

@ Right—click the Start button in the lower left corner of the PC screen.

Select the Device Manager in the menu.

Apps and Features
Mobility Center

Power Options

Event Viewer

System

Device Manager
Metwork Connections
Disk Management
Cormputer Management
Windows PowerShell

Windows PowerShell (Admin)

Task Manager

Settings

File Explorer

Search

Run




®) The Device Manager screen opens.

@ Device Manager — O X
Eile Action View Help
¢ D HEH=EE

v :.‘.- eyela-PC
» B Audio inputs and outputs
; 3 Batteries
> £ Blutooth
3 Computer
5 Disk drives
> [l Display adapters
b e DVD/CD-ROM drives

» gy IDE ATA/ATAPI controllers

> . Imaging devices

» = Keyboards
LI Memory technology devices
» @ Mice and other pointing devices
» [ Monitors
s [ Metwork adapters
v !’ Other devices
B FT232R USB UART
> @ Ports (COM & LPT)
» = Print queues
2 Printers
b u Processors
> [E Sensors
B Software devices
i.i Sound, video and game controllers
b f;' Storage controllers
> = System devices
i Universal Serial Bus controllers
= WSD Print Provider

® Extract “Port (COM and LPT)” in the lower portion of the screen.
If “USB Serial Port (COMx*)” is displayed in the list, the Virtual COM Driver is successfully installed.
While the figure below shows COMS8, a number following COM differs, although it depends on your PC.
Make a note of the “COMx*” information, as it is used when confirming the software’ s connection.

v & Ports (COM & LPT)
i FéelT Virtual COM Port (COM3)
i F&elT Virtual COM Port (COM4)
i F&elT Virtual COM Port (COMS)
i FéelT Virtual COM Port (COME)

= FRelT Virtual COM Port (COMT)
ﬁ USE Serial Port (COME)
=0 PrNT qUeles

@ When an exclamation mark (1) appears as in the figure below, your PC has no connection with the network, or the
installation of the Virtual COM Driver fails for some other reasons. Go on to the installation using downloaded

file(s) as described later.

; @ Metwork adapters

<
R —
i F&elT Virtual COM Port (COM3)
H FéelT Virtual COM Port (COM4)
i F&elT Virtusl COM Port (COMS)
ﬂ: F8LelT Virtual COM Port (COME)
a F8LelT Virtual COM Port (COMT)
» [ Print queues

=1 Drimtarc




(2) When Your PC Is Not Connected to Network
@ Confirm the location of the “Setup Disk” folder where the program was extracted.
@ Connect a connecting cable to a USB port on the PC.
@ Right-click the Start button in the lower left corner of the PC screen. Select the Device Manager in the menu.

Apps and Features

Mobility Center

Power Options

Event Viewer

System

Device Manager
Metwork Connections
Disk Management
Computer Management
Windows PowerShell

Windows PowerShell (Admin})

Task Manager

Settings

@ The Device Manager screen opens.

% Device Manager - O *
Eile  Action View Help
e @ iR B

v & eyela-PC

> W Audio inputs and outputs
; E Batteries

ﬁ Bluetooth

[ Computer
e Disk drives
> [ Display adapters

. DVD/CD-ROM drives

Ffp Human Interface Devices

& |DE ATA/ATAPI controllers
> a2 Imaging devices

E eyboards

L Memory technology devices

@ Mice and other pointing devices
> [ Monitors
I Network adapters
E? Other devices

B FT232R USB UART
# Ports (COM & LPT)
™ Print queues
[ Printers
> n Processors
» @ Sensors

B Software devices

Iq Sound, video and game controllers

€

> S Storage controllers

> @ System devices
i Universal Serial Bus controllers
= WSD Print Provider




® TTL232R” appears as an unknown device in the lower portion of the screen. Right—click it and select Update Driver Software

> g IVIICE ana OTNEr poInting aevices o é ;r‘j_-_g;j_ﬁ_[}-sg UAR-F
> rh:l‘lcmitcl'r:. ) = ﬁ Ports (COM
; @ ebwor al apters ﬁ F&elTV . :
W i’ Other devices ﬁ — Disable device
P =4
FT232R USE UART - :
_ = Uninstall device
L* CINV] o0 L ! FIBA'.El-l-.ll.III
§ FaelT Virtual COM Port (COM3) @ FEeTV  sean for hardware changes
@ FRelT Virtual COM Port (COM4) R FaeTV
) FRelT Virtual COM Port (COM3) » = Print queue Properties
B FBelT Virtual COM Port (COME) . M Driebare

® The screen below appears. Select “Browse Computer and Search Driver Software.”

x

B Update Drivers - FT232R USB UART

How do you want to search for drivers?

ii—» Search automatically for updated driver software ;
: Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation

settings.

—> Browse my computer for driver software
Locate and install driver software manually.

Cancel l

@ Click the Browse button.

< W Update Drivers - FT232R USB UART

Browse for drivers on your computer

Search for drivers in this location:

| Setting\epmon_setup_disk v10ACDM w212 10 WHOL Certified v|

Include subfolders

—» Let me pick from a list of available drivers on my computer

This list will show available drivers compatible with the device, and all drivers in the
same category as the device.

Cancel




Select “CDM--v2.12.10 WHQL Certified” in the “Setup Disk” folder that was confirmed in D and click the OK button.

Browse For Folder 4

Select the folder that contains drivers for your hardware,

Epmon A
v EPmon5etting
b4 epmon_setup_disk_v104
Application Files

(11 VN IR S el ertificd

» COM w2120 WHOL Certified
» L]

WU ninstaller w1.4

System Yolume Information
> Esrnon(20150628)

[l

Folder: | CDM v2.12,10 WHQL Certified

© Confirm that the folder selected in is displayed and click Next.
(Check Search Down to Subfolders, if not checked)

& B Update Drivers - FT232R USB UART

Browse for drivers on your computer

Search for drivers in this location:

[ Include subfolders

—> Let me pick from a list of available drivers on my computer
Thus list will show available drivers compatible with the device, and all drivers in the
same category as the device.

|| Cancel




Installation of the driver begins. The installation completes in about several seconds, although it depends on your PC.

B Update Drivers - FT232R USB UART

Installing drivers...

@) The screen below is displayed. Click Close. The installation of the Virtual COM Driver is required twice.
Be careful that when “USB Serial Converter” is displayed as in the figure below, the installation is halfway through.

X
B Update Drivers - WSB Serial Converter

Windows has successfully updated your drivers

Windows has finished installing the drivers for this device:

USEB Serial Converter
. 4

|

(i Returns to the Device Manager screen. If the name displayed changes from “TTL223R” — “USB Serial Port,” the
procedures up to () has been successfully completed. When the name does not change, confirm the (1) and

subsequent procedures again.

L I L

v BY Other devices 5 [ Monitors
(B FT232R USB UART |
v ﬁ Ports (COM & LPT)
ﬁ F&elT Virtual COM Port (COM3)
ﬁ F&elT Virtual COM Port (COM4)

B4 USB Serial Port

I S LFP

i F&elT Virtual COM Port (COM3)

@ Right—click “USB Serial Port” that appears as an unknown device and select Update Driver Software.

f v s
v EY Other devices
B4 USB Serial -+

w i Ports (COM & Update driver

@ FelT Vit Disable device

ﬁz FéelT Virty Uninstall device

W FaeT Vi

m FaelT Virh Scan for hardware changes
i FeelT Vit

! Properties
» = Print queues



The screen below appears. Select “Browse Computer and Search Driver Software.”
X

B Update Drivers - USB Serial Part

How do you want to search for drivers?

—» Search automatically for updated driver software i
‘Windows will search your computer and the Intemnet for the latest driver software |
for your device, unless you've disabled this feature in your device installation
settings.

—» Browse my computer for driver software
Locate and install driver software manually.

Cancel |

@ Click the Browse button.

& B Updste Drivers - USE Serial Port

Browse for drivers on your computer

Search for drivers in this location:

[ Include subfolders

—» Let me pick from a list of available drivers on my computer
This list will shew available drivers compatible with the device, and all drivers in the
same category as the device.

Select “CDM--v2.12.10 WHQL Certified” in the “Setup Disk” folder that was confirmed in(D and click the OK button.

Browse For Folder x

Select the folder that contains drivers for your hardware.

Epmon A
v EPmonSetting
b epmon_setup_disk_v104

> Application Files

w (104 IEERLUE IS ertificr
amdod
i386

3 Static
L OB A bt et bme 01 A v

Folder:  |CDMv2.12,10 WHQL Certified




@D Confirm that the folder selected in is displayed and click Next.
(Check Search Down to Subfolders, if not checked)

& B Update Drivers - USB Serial Port

Browse for drivers on your computer

Search for drivers in this location:

I onSettingtepmon_setup_disk W w2, 12,10 WHOL Certified e Browse...

Include subfolders

— Let me pick from a list of available drivers on my computer

This list will show available drivers compatible with the device, and all drivers in the
same category as the device,

Installation of the driver begins. The installation completes in about several seconds, although it depends on your PC.

B Update Drivers - USE Serial Port

Installing drivers...

The screen below is displayed. Click Close.

l Update Drivers - BSB Serial Port (COME)

Windows has successfully updated your drivers

Windews has finished installing the drivers for this device:

USE Serial Port
=

E Close ||




@ Returns to the Device Manager screen. Extract “Port (COM and LPT).” If the “USB Serial Port,” which was displayed
on another device until a while ago, changes to “USB Serial Port (COMx*),” the installation of the Virtual COM Driver
has been successfully completed.

While the figure below shows COMS, a number following COM differs, although it depends on your PC. Make a note of
the “COM*” information, as it is used when confirming the software’ s connection.

> [ Monitors ¥ Network adapters

» 3 Metwork adapters v & Ports (COM & LPT)

W i’ Lt e dleice ﬁ F&elT Virtual COM Port (COM3)

ﬁ FéelT Virtual COM Port (COM4)

v ﬁ Ports (COM 8L LPT) ﬁ F&elT Virtual COM Port (COM3)
W F&elT Virtual COM Port (COM3) @ FBelT Virtual COM Port (COME)
@ F&elT Virtual COM Port (COM4) el L yitual COM Port (COMT)
m F&elT Virtual COM Port (COM3S)

BER CRialT Wirkroal CORA Mack (ORAE
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3. Installation of .NetFramework4.0
(D Confirm the location where the “Setup Disk” folder will be downloaded.
® Double—click “dotNetFx40_Full_x86_x64.exe” of the Setup Disk folder.

- v > ThisPC » TI31344700B (C:) » EPmonSetting » epmon_setup_disk_v104 v @ Search epmon_setuj
Mame Date modified Type Size
# Quick access
Application Files 2/9/201811:22 AM  File folder
¢ OneDrive CDMv2.10.00 WHOL Certified 2/9/201811:22AM  Filefolder
12 ifi 2/9/2018 11:22 AN F
B This PC CDM v2.12.10 WHOL Certified /2018 11:22 AM ile folder
CDMUninstaller_v1.4 2572018 11:22 AM File folder
[ Desktop , i
= System Volume Information File folder
[ Doctiments El autorun.inf Setup Information TKB
" Downloads check.cmd Windows Comma.. 8KB
J‘a Music checkEn.cmd

Windows Comma... KB
Pictures e -
B Videos #8 dotNetFxdD_Full_x86 x64.exe Application

e 11313447008 (C2)

% EPMon.application Application Manif... G KB
¥ Network [ EPMonHelp.chm Compiled HTML ... 2,451 KB
% ESMon.application Application Manif... G6KB
[ ESMonHelp.chw CHW File 16 KB
"1 Readme.pdf Adobe Acrobat D.. 2827KB
& setup.exe Application 473 KB
[ SetupEPMon.exe Application 3KB
U Thumbs.db Data Base File 18 KB
#5 ushview.exe Application B4 KB

®) Extraction of the installation file begins.

Extracting files >

Preparing: C:¥1e479b4652ba5d6392 1d660432h423% 308 2% ocalizedData. kml

Cancel

@ When the message below appears, a “.NET Framework4” or later version of the software has already been installed.

“Close the installation of “.NET Framework” and go on to perform “4.Installation of Application Program.”

#. Microsoft NET Framework 4 Setup X

b Your installation will not occur, See below for reasons why.,

Details

1. Microsoft \NET Framework 4is already a part of this operating system. You do not need to install
the .NET Framework 4 redistributable. More information.

2. Same or higher version of .MET Framewaork 4 has already been installed on this computer,

Please see Microzoft \NET Framework 4 Setup readme for more information.

=] ' (= Continue Close




® A screen for confirming the license appears. Check “Agree” and click “Install.”
(The following is a display on Japanese version PC.)
il
_MET Framework 4 3757
FITERCE. 2T ARRRELTES D,

Microsafe

E

F A 2OUIE SO P EERSA Y AR 3

MICROSOFT WINDOWS A ~ L —7F 1225 3227 11 | MICROSOFT .NET ﬂ

S| d|

EEATO-F A A 0Me
HEEHT 0~ FISRE: HANNFh 05

A R A

™ [ o420V HEEe Py IREE B 2~ R i S Lad

SERBIETO T, TR S B TORE L, Install

[ 200 |

® Installation begins.

(The following is a display on Japanese version PC.)
B Microsoft NET Framework 4 {25 k757 K 0 i 5|
A A DETICR

MET Framewaork %422 =)L F2R0. BIF5AEED. uhméw_l_r'

Frill 2T OHEEE

MET Framewark 4 Client Profile %4 L2 b—JLLTES

@ The installation is completed for about several minutes, 10 minutes at maximum.

When the screen below appears, the installation has been complete. Click “Complete” to close the screen.
(The following is a display on Japanese version PC.)

Eg Microseft NET Framework 4 179} Po i

=laix]
A2 =LhiSE TLELE

nJ

MET Framewark 4 #22 b—LENE L.
Microsoft®

FRLO =0T

BEETL TS

Complete




4.

Installation of Application Program

(D Confirm the location of the “Setup Disk” folder where the program was extracted.
® Double—click “SetupEPMon.exe” of the Setup Disk folder.

« w » ThisPC » TI31344700B (C) » EPmonSetting » epmon_setup_disk v104 »
-~
ke Mame Date modified
# Quick access & dotMNethedULP_Full_sish_xbdja.exe 12420, L4l PM
[} EPMon.application 2 0PM
¢@ OneDrive I By
E EPManHelp.chm 0 PM
& This PC F ESMon.application 12/ ADPM
I Desktop [] ESMonHelp.chw 1 017 2:40 PM

CaR]
Type
Application
Application Manif...
Comipiled HTML ...
Application Manif...
CHW File

5| Documents "L Readme.pdf 12/20 Adobe Acrobat D.,.,

= A S Nl
RS T 12120/ hic

1'- Downloads = Applicaian
= SetupEPMon.exe 120007 24N P~ Annliration

J" Music . File description: Setup File

= Pict L Bt File version: 12.0.21005.1 it

i v =52 usbview.exe Date created: 12/20/2017 2240 PM fion

Cizer AT WD
®) Click Install when the screen below appears.
Application Install - Security Warning X

Publisher cannot be verified.
Are you sure you want to install this application?

Name:
EPMon

From (Hover over the string below to see the full domain):
CAEPmonSetting\eprmon_setup_disk_v104

Publisher:
Unknown Publisher

@ While applications can be useful, they can potentially harm your computer. If you do not trust the
source, do not install this software. More Information...

@ Installation has been completed and the application opens. Now you can start using it.

_I —|of x|
File(F)  Settene(S)  Help(H)
S{min}
200
180
:[ZOEQC]
J -
140
120
2w B  Run
=
= Auto Scale | Alarm History |
o
& a0
* Selected file
mysiep.csv
&0 o o
*Step operation execution
Stop
e
* Current execution step
0
& *Time 1o end of step
00:00:00
[} *Time to end of operation
13/13:55:00 13114:05:00 13/14:15:00 13114:25:00 13/14:35:00 13/14:45:00 13/14:55:00 00:00:00
| i Time[dthh;mm:ss] | | -
| Run-time 00:00:00 Passage 00:00:00 {Stop]

Search epmon_setup.,, 0

Size
4744 KB
GKB
2451 KB
KB
16 KB
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5. Other

(1) Uninstallation of Virtual COM Driver
(D Confirm the location of the “Setup Disk” folder where the program was extracted.
@ Connect a connecting cable to a USB port on the PC.
@ Double—click and run “usbview.exe” of the Setup Disk folder.

@ “USB View,” a software used to confirm the state of the device inserted in the USB port, opens.

o ESMon.application

| | ESMenHelp.chw
" Readme.pdf

i? setup.exe
[5] SetupEPMon.exe

Thumbs.db

2072017

40 PM

720/2017 2:40 PM
120/2017 412 PM
/20/2017 2:40 PM
/20/2017 2:40 PM
2/20/2017 2:40 PM

F20/20N7 240 PM

Application Manif...

CHW File

Adobe Acrobat D...

Application
Application
Data Base File

Application

& KB
16 KB

2827 KB

473 KR
8 KE
18 KB
M KB

B USB View

File Options Help

52 USE »HCI Compliant Host Contre
E@ RootHub

..... == [Port! ] MoDeviceConne
..... = [Port?] DeviceConnects
..... ==+ [Port3] MoDeviceConne
..... +2+ [Port4] MoDeviceConne
..... +=+ [Ports] MoDeviceConne
..... +Z+ [Portf] MoDevice Conne
..... ~Z [Port?] MoDeviceConne
..... <= [Ports] MoDeviceConne
..... ==+ [Portd] MoDeviceConne
..... +Z+ [Port! 0] MoDevice Conn
..... =+ [Port! 1] MoDeviceConn
..... ==+ [Port! 2] MoDevice Conn
..... <= [Port! 3] MoDeviceConn
5 Intel(R) & Series USE Enhancad

EI"? RootHub

Eﬂ [Port! ] Device Connecte
..... 2 [Fortl ] MoDevice Ce
..... =2 [Port2] MoDeviceCe
..... =2 [Portd] MoDevicaCc
..... +Z+ [Fortd] MoDeviceGo
..... ,@* [Ports] DeviceConn
..... +Z+ [Porth] MoDewvice Do
..... 2 [FPort?] MoDevice G
..... = [Portd] DewiceConn
..... <= [Port?] MoDeviceConne

< >

Cewices Connected: 4 Hubz Connected: 1

Hy Computer

15



® “Device Connected: USB Serial Converter” is listed under the port, if the installation of the Virtual COM Port has been

successfully installed. Select as shown in the figure below.

ez [Portd] MoDewvice Connected
.esZe [Ports] MoDevice Connected
sz [Port] MoDevice Connected
.oz [Port?] MoDevice Connected
sz [Fortd] MoDevice Connected
.wize [Portd] MoDevice Connected
e [Part] 0] MoDewvice Connected
.4z [Portl 1] MoDevice Connected
.esZe [Partl 2] MoDewice Connected
sz [Fortl 3] MoDewvice Connected
H? IntellR) 8 Series USE Enhanced Host Controller #1 — 9026
Eﬁ RootHub
|_:_| ﬂ [Portl ] DeviceConnected : Generic USE Hub
2 [Port] | MoDevice Conne sted
-+ [Port?] MaoDevice Connected
w2 [Port3] MoDewice Conne cted
-+ [Fortd] MoDevice Connected
ét [Ports] CeviceGonnected : Generic Bluetooth Adapter
2 [Port] MoDevice Conne sted
-+ [Port7] MaoDevice Connected
é, [Ports] DeviceGonnected : USE Composite Device
ez [Port?] MoDewvice Connected

Devices Connected: 4 Hubs Connected: 1

0=0403
0x6001

i dVendor:
1dProduct :

iManufacturer: 0=01
iProduct : 0=02
iSerialHunber: 0=03
bHumConf igurations: 0=01
ConnectionStatus: DeviceConnected
Current Config Value: 0=01
Device Busz Speed: Full
Device Address: 0=01

Cpen Pipes: 2
Endpoint Descriptor:
bEndpointiddress: 0=31
Transfer Type: Bulk
wHaxPacketSize: 0=x0040 (64}
bInterval: 0=00
Endpoint Descriptor:
bEndpointiddress: 0=02
Transfer Type: Bullk
wHaxPacketSize: 0=x0040 (64}
bInterval: 0=00

<

B USE View - X
Eile Options Help
hty Computar Device Descriptor:
%% USE »HCI Compliant Host Con troller bcdUSE: 0=x0200
émgsﬂome bDeviceClass: 0=00
; bDeviceSubClass: 0=00
: bleviceProtocol 0=00

® When you select it, 6-character Vendor ID and Product ID beginning with “Ox” are displayed in the right portion of the

screen.
In the example above, the following IDs are displayed:
* idVender : 0x0403
* idProduct :  0x6001

These IDs are numbers individually assigned to a destination cable. Make a note of the numbers, as you will need those

numbers later when you perform the uninstallation task.
@ Click “X” of “USB View” to close the program.

Extract “CDMUninstaller v14” in the Setup Disk folder.

] = | CDMUninstaller v1.4

! CDMUninstaller.exe
@ CDMuninstallerGUl exe
5] log_17-12-2015.6

5] tog_18-12-2015.60t

COMUninstaller_v1.4
CDMUninstaller v1.4
Systern Violume Information

Esmon{20150626) v

4items

Home Share View
Finto Quick Cop 0 Delete Rename Mew
ACCESS o ¥ folder
Clipboard Organize
o v « EPmonSetting » epmon_setup_disk_v104 » CDMUninstaller_v1.
CDM v2.12.10 WHOL Certified (o] Mame -

- !
Sefectall
: v g
T ] Easy access = e Edit Select none
- Properties i
- ) History Dh' Invert selection
Mew Open Select
4 » COMUninstaller_v1.4 v O
Date modified Type

Application

Text Docurment

Text Document

16



(® Double—click “CDMuninstallerGULexe” in the folder extracted to open it.

COMUninstaller.exe
! COMuninstalleriGUl exe
2] leg_17-12-2015.txt 12/

=] log_18-12-2015.6 12/

2/20/2017 2:40 PM
2/20/2017 2:40 PM
20/2017 2:40 PM

2072017 2:40 PM

Application
Application
Text Document

Text Document

563 KB
544 KB
2KE
KE

(Authoritative privileges are necessary to run the process in Windows 7 or later. Right—click and select “Run as Administrator”

™ MName

! COMUninstaller.exe

n CDMuninstallerGilava.

E {

5 log_17-12-2015] Open

Date modified Type
12/20/2017 240 PM  Application
13NN T J-AN Db

Anglication
[
1
t Document

t Document

Troubleshoot compatibility ‘

‘ Pin to Start

Double—click “CDMuninstallerGULexe” extracted in the folder to open it.
If the Virtual COM Driver is successfully installed, the numbers you made a note in ®
(“0403” and “6001” in the igure below)are displayed for “Vender ID” and “Product ID.”
If those numbers are not displayed, the Virtual COM Driver is not installed, or the installation has failed. Suspend

the uninstallation activities here.

CGDM Uninstaller i

cacfplr ]

Remove

Llear

[ Generate uriinstall log file
Ready

Remove Devices Cancel

i

X

17



@) When the numbers displayed coincide with those you noted down, click “Add” button to add the device
(connecting cable).

CDM Uninstaller ] x|

Vendor IO lmm Product 1B {5001
ID_0403 PID_E001

Remove |

Clear

J

[T Generate uninstall log fle
Ready

Remove Devicesl Cancel |

@ Click “Remove Devices” button. (A message saying “Searching for devices::+” appears)

GDM Uninstaller =|
Wendor ID I':'**r':I3 Product |0 IEDEI1

WD _0403 PID_&0M

Remaove

i

Clear

[ Generate uninstall log file

Searching for devices

Cancel |

@ After several seconds, a popup window saying “Remove Successful” appears. The uninstallation has been successful.

GDM Uninstaller x|

Yendor | IU4D3 Praduct 1D |EUD1

YID_0403 PID_B0M

&dd

Remove Successful i[

|0| Device removed from svstem.
i

| R,

-

Searching for devices. .

Remove Devices Caricel

Click “Cancel” or “X” button to close the program.



(2) Uninstallation of Application Program
@ Click in the order of “Start”— “Settings
@ Select “Apps” from the list of “Windows Settings”.

Settings

Windows Settings

| |:|'*:1 a setting

=

&

System Devices
Display, notifications, Bluetooth, printers, mouse
power

R

Accounts
Your accounts, email, sync,

A
Time & language
Speech, region, date

&

Network & Internet
Wi-Fi, airplane mode, VPN

®

Gaming
Game bar, DVR,

rd

Personalization

Background, lock screen,

colors

)}
Ao

~

Ease of Access
Narrator, magnifier, high

work, other people broadcasting, Game Mode contrast
@) Click “EPMon” in the list of “Apps & features”.
Settings
© Home Apps & features
| Find a setting £ ,E_IJl Entity Framework 6.1.1 Tools for Visual Studio...  56.7 MB
U Microsoft Corporation 1/30/2015
Apps | Entity Framework 6.1.3 Tools for Visual Studi...  43.8 MB
Ll \viicrosoft Corporation 10/21/2015
i Apps & features
EPMon
— BERELEmEAST 2/13/2018
i Default apps
_-_E_! ESS 20.0 MB
[} Offline maps A pveLa 11/4/2016
@ Click “Unistall”.
E EPMon
= 5 e
ERELkSEHER T 2/13/2018
1.0.3.5

Modify

LI P N

This app and its related info will be

uninstalled.

Uninstall, defaults
features

Privacy

. optional

Location, camera
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®) After confirming that “Remove the application from this computer.” is checked, click “OK”

EPMon Maintenance bt

EPMon Q%

Choose the type of maintenance you need.

® Return to “Apps & features” and you will see “EPMon” is removed.



(3) How to Determine the Version of “.NetFramework” Installed
The version of .NET Framework currently installed can be determined by running “check.cmd” in the “Setup Disk” folder

from Command Prompt.

@ Confirm the location where the “Setup Disk” folder will be downloaded.
@ Copy “checkEn.cmd” in the “Setup Disk” folder right under the C drive to make it easier to run it from Command

Prompt.
<« v 'T‘I‘:_ » ThisPC s TI31344700B (C:) >I v O Search TI31344700
B Videos 4 “E—mitn CSD-1000L 63681 Sarnples Web G
7 i TI313447008 (C) AMED DDS-1400a Help SimpleFlow WINDOWS 4]
s USE Drive (E:) AMEDValvePattern Epmon inetpub SPC_SV Yamamoto
AVG_Remover EPmonSetting Intel TemplmageFiles 85| CCR-1100G.exe
% S Dires (E) BLE ESD Logs TOSAPINS [5 CCR-1100GE.exe
EsmantAl1626) BLEMutt Esmon NTB221 TOSHIBA
LTS — CableCheck EVP PerfLogs tosutils [E]checkEn.crd
epmon_setup_disk_v104.zip CCR-1100G FFT Program Files TRICS S ———
CCR-1100GE FlowReactor RP-3000 Users [85] DatabxporterE.exe
r__:} MNetwork

®) Click “Start,”
Right—click “Command Prompt”,
Click “More”—"Run as administrator”

Most used

m File Explorer

Internet Explorer 4{

SQL Server
TeamViewer 13 2014...
Settings

MNotepad

Command Promot
-2 Pin to Start

Mo : "
Acrob i ' & Unpin from taskbar

AD5593R_Tes Run as administrator

Alarms & Clock Cpen file location

Don't show in this list
Appl

Blend for Visual Studio 2015




@ The Command Prompt opens.

sion 10.0.
ation.

FW I NDOW:

D ¥WINDOW
D ¥WINDOW

LT

e

® Enter “checkEn.cmd>” and press “Enter” key.
The version of NET Framework installed appears as shown in the figure below. In the figure below,
.NET2.0/.NET3.0/.NET3.5/.NET4.x are shown as installed.

te

ins
ir
5 Ge insts
ET : ¢ 4. x (Ful instal led
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6. Revision History

Revision
Status

Date

Conten

1

March 1st, 2018

New edition
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